
GOLDEN AGE                                                                                         登奇机电 

第 1 页  

伺服电机外形尺寸图 
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标准技术数据（与 3相 220V输入驱动器匹配） 

电机型号 
额定扭矩 

MN 

最大扭矩

Mmax 

额定电流

IN 

最大电流

Imax 

频率  

fn 

转矩常数

Kt 

额定转速

nN  

峰值转速

nMax 

功率  

PN 

电压常数

KE 

转动惯量    

J              

Type (Nm) (Nm) (A) (A) (Hz) (Nm/A) (rpm) (rpm) (KW) (V/krpm) （10
-4
Kgm

2
) 

R-GK9070-10AE31 5 15 4.1 12.3  83.3 1.22  1000 2000 0.5  90 5.8 

R-GK9071-10AE31 6.3 18.9 5.2 15.6  83.3 1.21  1000 2000 0.7  90 6.9 

R-GK9072-10AE31 9.9 29.7 8.1 24.3  83.3 1.22  1000 2000 1.0  90 10.1 

R-GK9073-10AE31 13.5 40.5 11.1 33.3  83.3 1.22  1000 2000 1.4  90 13.4 

R-GK9074-10AE31 16.2 48.6 13.2 39.6  83.3 1.23  1000 2000 1.7  90 16.6 

R-GK9075-10AE31 19.8 59.4 16.1 48.3  83.3 1.23  1000 2000 2.1  90 19.8 

R-GK9090-10AE31 11.3 33.9 9.3 27.9 83.3 1.22  1000 2000 1.2  90 31.4 

R-GK9091-10AE31 19.8 59.4 16.2 48.6 83.3 1.22  1000 2000 2.1  90 47.0 

R-GK9093-10AE31 30.6 91.8 25.1 75.3 83.3 1.22  1000 2000 3.2  90 72.9 

R-GK9095-10AE31 36.9 110.7 30.4 91.2 83.3 1.21  1000 2000 3.9  90 93.6 

R-GK9097-10AE31 50.4 151.2 41.4 124.2 83.3 1.22  1000 2000 5.3  90 129.9 

R-GK9051-10AB31 3.2 9.6 4.5 13.5 125 0.71  1500 3000 0.5  60 2.8 

R-GK9053-10AB31 4.9 14.7 6.82 20.46 125 0.72  1500 3000 0.77  60 4.3 

R-GK9055-10AB31 6.4 19.2 8.9 26.7 125 0.72  1500 3000 1.0  60 5.4 

R-GK9057-10AB31 8 24 11.14 33.42 125 0.72  1500 3000 1.3  60 6.9 

R-GK9059-10AB31 9.6 28.8 13.4 40.2 125 0.72  1500 3000 1.5  60 8.4 

R-GK9070-10AB31 4.8 14.4 5.9 17.7 125 0.81  1500 3000 0.75 60 5.8 

R-GK9071-10AB31 6.4 19.2 7.9 23.7 125 0.81  1500 3000 1 60 6.9 

R-GK9072-10AB31 9.6 28.8 11.5 34.5 125 0.83  1500 3000 1.5 60 10.1 

R-GK9073-10AB31 12.7 38.1 15.5 46.5 125 0.82  1500 3000 2 60 13.4 

R-GK9074-10AB31 15.9 47.7 19.5 58.5 125 0.82  1500 3000 2.5 60 16.6 

R-GK9075-10AB31 19.1 57.3 23.6 70.8 125 0.81  1500 3000 3 60 19.8 

R-GK9090-10AB31 10.6 31.8 12.8 38.4 125 0.83  1500 3000 1.7  60 31.4 

R-GK9091-10AB31 18.6 55.8 22.7 68.1 125 0.82  1500 3000 2.9 60 47.0 

R-GK9093-10AB31 28.4 85.2 34.4 103.2 125 0.83  1500 3000 4.5 60 72.9 

R-GK9095-10AB31 35 105 42.3 126.9 125 0.83  1500 3000 5.5 60 93.6 

R-GK9097-10AB31 48 144 58 174 125 0.83  1500 3000 7.5 60 129.9 

R-GK9100-10AB31 15.3 45.9 20.7 62.1 125 0.74  1500 3000 2.4  60 72.1 

R-GK9101-10AB31 23 69 31.4 94.2 125 0.73  1500 3000 3.6  60 88.2 

R-GK9103-10AB31 30.6 91.8 41.7 125.1 125 0.73  1500 3000 4.8  60 112.3 

R-GK9105-10AB31 38.2 114.6 52.1 156.3 125 0.73  1500 3000 6.0  60 168.6 

R-GK9107-10AB31 46.7 140.1 63.6 190.8 125 0.73  1500 3000 7.3  60 200.7 

R-GK9109-10AB31 59.5 178.5 81 243 125 0.73  1500 3000 9.3  60 249.1 

R-GK91011-10AB31 76.5 229.5 104.2 312.6 125 0.73  1500 3000 12.0  60 313.3 

R-GK9051-10AC31 3 9.6 5.67 18.1  166.7 0.53  2000 4000 0.6  45 2.8 

R-GK9053-10AC31 4.8 14.7 9.1 27.9  166.7 0.53  2000 4000 1.0  45 4.3 

R-GK9055-10AC31 6 19.2 11.3 36.2  166.7 0.53  2000 4000 1.3  45 5.4 
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电机型号 
额定扭矩 

MN 

最大扭矩

Mmax 

额定电流

IN 

最大电流

Imax 

频率  

fn 

转矩常数

Kt 

额定转速

nN  

峰值转速

nMax 

功率  

PN 

电压常数

KE 

转动惯量    

J              

Type (Nm) (Nm) (A) (A) (Hz) (Nm/A) (rpm) (rpm) (KW) (V/krpm) （10
-4
Kgm

2
) 

R-GK9057-10AC31 7.5 24 14.2 45.4  166.7 0.53  2000 4000 1.6  45 6.9 

R-GK9059-10AC31 9 28.8 17 54.4  166.7 0.53  2000 4000 1.9  45 8.4 

R-GK9070-10AC31 4.5 14.4 7.6 24.3  166.7 0.59  2000 4000 0.9  45 5.8 

R-GK9071-10AC31 5.6 19.2 9.3 31.9  166.7 0.60  2000 4000 1.2  45 6.9 

R-GK9072-10AC31 8.8 28.8 14.4 47.1  166.7 0.61  2000 4000 1.8  45 10.1 

R-GK9073-10AC31 12 38.1 19.6 62.2  166.7 0.61  2000 4000 2.5  45 13.4 

R-GK9074-10AC31 14.4 47.7 23.4 77.5  166.7 0.62  2000 4000 3.0  45 16.6 

R-GK9075-10AC31 17.6 57.3 28.5 92.8  166.7 0.62  2000 4000 3.7  45 19.8 

R-GK9080-10AC31 12.8 40.8 23 73.3  166.7 0.56  2000 4000 2.7  45 21.8 

R-GK9081-10AC31 16.8 53.6 30.3 96.7  166.7 0.55  2000 4000 3.5  45 29.0 

R-GK9083-10AC31 21.6 69 38.9 124.3  166.7 0.56  2000 4000 4.5  45 36.1 

R-GK9085-10AC31 26.4 84 47.6 151.5  166.7 0.55  2000 4000 5.5  45 43.3 

R-GK9087-10AC31 29.6 94.5 53.3 170.2  166.7 0.56  2000 4000 6.2  45 50.5 

R-GK9089-10AC31 33.6 107.1 60.5 192.8  166.7 0.56  2000 4000 7.0  45 57.6 

R-GK9090-10AC31 8.8 31.8 14.4 52.0  166.7 0.61  2000 4000 1.8  45 31.4 

R-GK9091-10AC31 15.4 55.8 25.3 91.7  166.7 0.61  2000 4000 3.2  45 47.0 

R-GK9093-10AC31 23.9 85.2 39.3 140.1  166.7 0.61  2000 4000 5.0  45 72.9 

R-GK9095-10AC31 28.7 105 47.2 172.7  166.7 0.61  2000 4000 6.0  45 93.6 

R-GK9097-10AC31 39.2 144 64.4 236.6  166.7 0.61  2000 4000 8.2  45 129.9 

R-GK9100-10AC31 14.4 45.9 26.3 83.8  166.7 0.55  2000 4000 3.0  45 72.1 

R-GK9101-10AC31 21.6 69 39.5 126.2  166.7 0.55  2000 4000 4.5  45 88.2 

R-GK9103-10AC31 28.8 91.8 52.7 168.0  166.7 0.55  2000 4000 6.0  45 112.3 

R-GK9105-10AC31 36 114.6 65.8 209.5  166.7 0.55  2000 4000 7.5  45 168.6 

R-GK9107-10AC31 44 140.1 80.5 256.3  166.7 0.55  2000 4000 9.2  45 200.7 

R-GK9109-10AC31 56 178.5 102.4 326.4  166.7 0.55  2000 4000 11.7  45 249.1 

R-GK91011-10AC31 72 229.5 131.7 419.8  166.7 0.55  2000 4000 15.1  45 313.3 

R-GK9013-10AF31 0.16 0.48 0.78 2.34 250 0.21  3000 6000 0.05  13.3 0.03 

R-GK9015-10AF31 0.32 0.96 1.03 3.09 250 0.31  3000 6000 0.10  20 0.062 

R-GK9016-10AF31 0.48 1.44 1.55 4.65 250 0.31  3000 6000 0.15  20 0.097 

R-GK9023-10AF31 0.64 1.92 1.6 4.8 250 0.40  3000 6000 0.20  20 0.26 

R-GK9025-10AF31 1.27 3.81 3.3 9.9 250 0.38  3000 6000 0.40  20 0.45 

R-GK9026-10AF31 1.6 4.8 4.1 12.3 250 0.39  3000 6000 0.50  20 0.58 

R-GK9027-10AF31 1.91 5.73 4.9 14.7 250 0.39  3000 6000 0.60  20 0.64 

R-GK9030-10AF31 1.27 3.81 2.7 8.1 250 0.47  3000 6000 0.40  30 0.74 

R-GK9031-10AF31 2.4 7.2 5.1 15.3 250 0.47  3000 6000 0.75  30 1.29 

R-GK9032-10AF31 3.2 9.6 6.8 20.4 250 0.47  3000 6000 1.0  30 1.66 

R-GK9033-10AF31 4.8 14.4 10.2 30.6 250 0.47  3000 6000 1.5  30 2.4 

R-GK9051-10AF31 2.4 9.6 5.5 22.0  250 0.44  3000 5000 0.75  36 2.8 

R-GK9053-10AF31 3.8 14.7 8.8 34.0  250 0.43  3000 5000 1.2  36 4.3 
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电机型号 
额定扭矩 

MN 

最大扭矩

Mmax 

额定电流

IN 

最大电流

Imax 

频率  

fn 

转矩常数

Kt 

额定转速

nN  

峰值转速

nMax 

功率  

PN 

电压常数

KE 

转动惯量    

J              

Type (Nm) (Nm) (A) (A) (Hz) (Nm/A) (rpm) (rpm) (KW) (V/krpm) （10
-4
Kgm

2
) 

R-GK9055-10AF31 4.8 19.2 11.2 44.8  250 0.43  3000 5000 1.5  36 5.4 

R-GK9057-10AF31 6.4 24 14.8 55.5  250 0.43  3000 5000 2.0  36 6.9 

R-GK9059-10AF31 8 28.8 18.6 67.0  250 0.43  3000 5000 2.5  36 8.4 

R-GK9070-10AF31 2.4 14.4 4.9 29.4  250 0.49  3000 5000 0.75  36 5.8 

R-GK9071-10AF31 3.2 19.2 6.6 39.6  250 0.48  3000 5000 1.0  36 6.9 

R-GK9072-10AF31 4.8 28.8 9.8 58.8  250 0.49  3000 5000 1.5  36 10.1 

R-GK9073-10AF31 6.4 38.1 13.3 79.2  250 0.48  3000 5000 2.0  36 13.4 

R-GK9074-10AF31 8 47.7 16.3 97.2  250 0.49  3000 5000 2.5  36 16.6 

R-GK9075-10AF31 9.6 57.3 19.7 117.6  250 0.49  3000 5000 3.0  36 19.8 

R-GK9080-10AF31 11.2 40.8 22.7 82.7  250 0.49  3000 4500 3.5  40 21.8 

R-GK9081-10AF31 14.7 53.6 29.8 108.7  250 0.49  3000 4500 4.6  40 29.0 

R-GK9083-10AF31 18.9 69 38.4 140.2  250 0.49  3000 4500 5.9  40 36.1 

R-GK9085-10AF31 23.1 84 46.9 170.5  250 0.49  3000 4500 7.3  40 43.3 

R-GK9087-10AF31 25.9 94.5 52.6 191.9  250 0.49  3000 4500 8.1  40 50.5 

R-GK9089-10AF31 29.4 107.1 59.7 217.5  250 0.49  3000 4500 9.2  40 57.6 

R-GK9090-10AF31 8.8 31.8 16.1 58.2  250 0.55  3000 4500 2.8  40 31.4 

R-GK9091-10AF31 15.4 55.8 28.2 102.2  250 0.55  3000 4500 4.8  40 47.0 

R-GK9093-10AF31 23.8 85.2 44 157.5  250 0.54  3000 4500 7.5  40 72.9 

R-GK9095-10AF31 28.7 105 52.9 193.5  250 0.54  3000 4500 9.0  40 93.6 

R-GK9097-10AF31 39.2 144 72.3 265.6  250 0.54  3000 4500 12.3  40 129.9 

R-GK9100-10AF31 12.6 45.9 25.9 94.4  250 0.49  3000 4500 4.0  40 72.1 

R-GK9101-10AF31 18.9 69 38.8 141.7  250 0.49  3000 4500 5.9  40 88.2 

R-GK9103-10AF31 25.2 91.8 51.7 188.3  250 0.49  3000 4500 7.9  40 112.3 

R-GK9105-10AF31 31.5 114.6 64.7 235.4  250 0.49  3000 4500 9.9  40 168.6 

R-GK9107-10AF31 38.5 140.1 79 287.5  250 0.49  3000 4500 12.1  40 200.7 

R-GK9109-10AF31 49 178.5 100.6 366.5  250 0.49  3000 4500 15.4  40 249.1 

R-GK91011-10AF31 63 229.5 129.3 471.0  250 0.49  3000 4500 19.8  40 313.3 
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标准技术数据（与 3相 380V输入驱动器匹配） 

电机型号 
额定扭矩 

MN 

最大扭矩

Mmax 

额定电流

IN 

最大电流

Imax 

频率  

fn 

转矩常数

Kt 

额定转速

nN  

峰值转速

nMax 

功率  

PN 

电压常数

KE 

转动惯量    

J              

Type (Nm) (Nm) (A) (A) (Hz) (Nm/A) (rpm) (rpm) (KW) (V/krpm) （10
-4
Kgm

2
) 

R-GK9070-10AE61 5 15 2.2 6.6  83.3 2.27  1000 2000 0.5  170 5.8 

R-GK9071-10AE61 6.3 18.9 2.76 8.3  83.3 2.28  1000 2000 0.7  170 6.9 

R-GK9072-10AE61 9.9 29.7 4.3 12.9  83.3 2.30  1000 2000 1.0  170 10.1 

R-GK9073-10AE61 13.5 40.5 5.9 17.7  83.3 2.29  1000 2000 1.4  170 13.4 

R-GK9074-10AE61 16.2 48.6 7 21.0  83.3 2.31  1000 2000 1.7  170 16.6 

R-GK9075-10AE61 19.8 59.4 8.5 25.5  83.3 2.33  1000 2000 2.1  170 19.8 

R-GK9090-10AE61 11.3 33.9 4.9 14.7 83.3 2.31  1000 2000 1.2  170 31.4 

R-GK9091-10AE61 19.8 59.4 8.6 25.8 83.3 2.30  1000 2000 2.1  170 47.0 

R-GK9093-10AE61 30.6 91.8 13.3 39.9 83.3 2.30  1000 2000 3.2  170 72.9 

R-GK9095-10AE61 36.9 110.7 16.1 48.3 83.3 2.29  1000 2000 3.9  170 93.6 

R-GK9097-10AE61 50.4 151.2 21.9 65.7 83.3 2.30  1000 2000 5.3  170 129.9 

R-GK9051-10AB61 3.2 9.6 2.4 7.2 125 1.33 1500 3000 0.5 113 2.8 

R-GK9053-10AB61 4.9 14.7 3.6 10.8 125 1.36 1500 3000 0.77 113 4.3 

R-GK9055-10AB61 6.4 19.2 4.7 14.1 125 1.36 1500 3000 1 113 5.4 

R-GK9057-10AB61 8 24 5.9 17.7 125 1.36 1500 3000 1.3 113 6.9 

R-GK9059-10AB61 9.6 28.8 7.1 21.3 125 1.35 1500 3000 1.5 113 8.4 

R-GK9070-10AB61 4.8 14.4 3.1 9.3 125 1.55 1500 3000 0.75 113 5.8 

R-GK9071-10AB61 6.4 19.2 4.2 12.6 125 1.52 1500 3000 1 113 6.9 

R-GK9072-10AB61 9.6 28.8 6.1 18.3 125 1.57 1500 3000 1.5 113 10.1 

R-GK9073-10AB61 12.7 38.1 8.2 24.6 125 1.55 1500 3000 2 113 13.4 

R-GK9074-10AB61 15.9 47.7 10.3 30.9 125 1.54 1500 3000 2.5 113 16.6 

R-GK9075-10AB61 19.1 57.3 12.5 37.5 125 1.53 1500 3000 3 113 19.8 

R-GK9090-10AB61 10.6 31.8 6.8 20.4 125 1.56 1500 3000 1.7  113 31.4 

R-GK9091-10AB61 18.6 55.8 12 36 125 1.55 1500 3000 2.9 113 47.0 

R-GK9093-10AB61 28.4 85.2 18.2 54.6 125 1.56 1500 3000 4.5 113 72.9 

R-GK9095-10AB61 35 105 22.4 67.2 125 1.56 1500 3000 5.5 113 93.6 

R-GK9097-10AB61 48 144 30.7 92.1 125 1.56 1500 3000 7.5 113 129.9 

R-GK9100-10AB61 15.3 45.9 11 33 125 1.39  1500 3000 2.4 113 72.1 

R-GK9101-10AB61 23 69 16.6 49.8 125 1.39  1500 3000 3.6  113 88.2 

R-GK9103-10AB61 30.6 91.8 22 66 125 1.39  1500 3000 4.8  113 112.3 

R-GK9105-10AB61 38.2 114.6 27.6 82.8 125 1.38  1500 3000 6.0  113 168.6 

R-GK9107-10AB61 46.7 140.1 33.7 101.1 125 1.39  1500 3000 7.3  113 200.7 

R-GK9109-10AB61 59.5 178.5 42.9 128.7 125 1.39  1500 3000 9.3  113 249.1 

R-GK91011-10AB61 76.5 229.5 55.2 165.6 125 1.39  1500 3000 12.0  113 313.3 

R-GK9051-10AC61 3 9.6 3 9.6  166.7 1 2000 4000 0.6  85 2.8 

R-GK9053-10AC61 4.8 14.7 4.8 14.7  166.7 1 2000 4000 1.0  85 4.3 
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电机型号 
额定扭矩 

MN 

最大扭矩

Mmax 

额定电流

IN 

最大电流

Imax 

频率  

fn 

转矩常数

Kt 

额定转速

nN  

峰值转速

nMax 

功率  

PN 

电压常数

KE 

转动惯量    

J              

Type (Nm) (Nm) (A) (A) (Hz) (Nm/A) (rpm) (rpm) (KW) (V/krpm) （10
-4
Kgm

2
) 

R-GK9055-10AC61 6 19.2 6 19.2  166.7 1 2000 4000 1.3  85 5.4 

R-GK9057-10AC61 7.5 24 7.5 24.0  166.7 1 2000 4000 1.6  85 6.9 

R-GK9059-10AC61 9 28.8 9 28.8  166.7 1 2000 4000 1.9  85 8.4 

R-GK9070-10AC61 4.5 14.4 4 12.8  166.7 1.13  2000 4000 0.94  85 5.8 

R-GK9071-10AC61 5.6 19.2 4.9 16.8  166.7 1.14  2000 4000 1.2  85 6.9 

R-GK9072-10AC61 8.8 28.8 7.6 24.9  166.7 1.16  2000 4000 1.8  85 10.1 

R-GK9073-10AC61 12 38.1 10.4 33.0  166.7 1.15  2000 4000 2.5  85 13.4 

R-GK9074-10AC61 14.4 47.7 12.4 41.1  166.7 1.16  2000 4000 3.0  85 16.6 

R-GK9075-10AC61 17.6 57.3 15.1 49.2  166.7 1.17  2000 4000 3.7  85 19.8 

R-GK9080-10AC61 12.8 40.8 12.2 38.9  166.7 1.05  2000 4000 2.7  85 21.8 

R-GK9081-10AC61 16.8 53.6 16 51.0  166.7 1.05  2000 4000 3.5  85 29.0 

R-GK9083-10AC61 21.6 69 20.6 65.8  166.7 1.05  2000 4000 4.5  85 36.1 

R-GK9085-10AC61 26.4 84 25.2 80.2  166.7 1.05  2000 4000 5.5  85 43.3 

R-GK9087-10AC61 29.6 94.5 28.2 90.0  166.7 1.05  2000 4000 6.2  85 50.5 

R-GK9089-10AC61 33.6 107.1 32 102.0  166.7 1.05  2000 4000 7.0  85 57.6 

R-GK9090-10AC61 8.8 31.8 7.6 27.5  166.7 1.16  2000 4000 1.8  85 31.4 

R-GK9091-10AC61 15.4 55.8 13.4 48.6  166.7 1.15  2000 4000 3.2  85 47.0 

R-GK9093-10AC61 23.9 85.2 20.8 74.1  166.7 1.15  2000 4000 5.0  85 72.9 

R-GK9095-10AC61 28.7 105 25 91.5  166.7 1.15  2000 4000 6.0  85 93.6 

R-GK9097-10AC61 39.2 144 34.1 125.3  166.7 1.15  2000 4000 8.2  85 129.9 

R-GK9100-10AC61 14.4 45.9 13.9 44.3  166.7 1.04  2000 4000 3.0  85 72.1 

R-GK9101-10AC61 21.6 69 20.9 66.8  166.7 1.03  2000 4000 4.5  85 88.2 

R-GK9103-10AC61 28.8 91.8 27.9 88.9  166.7 1.03  2000 4000 6.0  85 112.3 

R-GK9105-10AC61 36 114.6 34.8 110.8  166.7 1.03  2000 4000 7.5  85 168.6 

R-GK9107-10AC61 44 140.1 42.6 135.6  166.7 1.03  2000 4000 9.2  85 200.7 

R-GK9109-10AC61 56 178.5 54.2 172.8  166.7 1.03  2000 4000 11.7  85 249.1 

R-GK91011-10AC61 72 229.5 69.7 222.2  166.7 1.03  2000 4000 15.1  85 313.3 

R-GK9023-10AF61 0.64 1.92 0.8 2.4 250 0.80  3000 6000 0.20  40 0.26 

R-GK9025-10AF61 1.27 3.81 1.6 4.8 250 0.79  3000 6000 0.40  40 0.45 

R-GK9026-10AF61 1.6 4.8 2 6 250 0.80  3000 6000 0.50  40 0.58 

R-GK9027-10AF61 1.91 5.73 2.4 7.2 250 0.80  3000 6000 0.60  40 0.64 

R-GK9030-10AF61 1.27 3.81 1.8 5.4 250 0.71  3000 6000 0.40  45 0.74 

R-GK9031-10AF61 2.4 7.2 3.4 10.2 250 0.71  3000 6000 0.75  45 1.29 

R-GK9032-10AF61 3.2 9.6 4.5 13.5 250 0.71  3000 6000 1.0  45 1.66 

R-GK9033-10AF61 4.8 14.4 6.8 20.4 250 0.71  3000 6000 1.5  45 2.4 

R-GK9051-10AF61 2.4 9.6 2.9 11.6  250 0.83  3000 5000 0.75  68 2.8 

R-GK9053-10AF61 3.8 14.7 4.7 18.2  250 0.81  3000 5000 1.2  68 4.3 

R-GK9055-10AF61 4.8 19.2 5.9 23.6  250 0.81  3000 5000 1.5  68 5.4 

R-GK9057-10AF61 6.4 24 7.9 29.6  250 0.81  3000 5000 2.0  68 6.9 
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电机型号 
额定扭矩 

MN 

最大扭矩

Mmax 

额定电流

IN 

最大电流

Imax 

频率  

fn 

转矩常数

Kt 

额定转速

nN  

峰值转速

nMax 

功率  

PN 

电压常数

KE 

转动惯量    

J              

Type (Nm) (Nm) (A) (A) (Hz) (Nm/A) (rpm) (rpm) (KW) (V/krpm) （10
-4
Kgm

2
) 

R-GK9059-10AF61 8 28.8 9.8 35.3  250 0.82  3000 5000 2.5  68 8.4 

R-GK9070-10AF61 2.4 14.4 2.6 15.6  250 0.92  3000 5000 0.75  68 5.8 

R-GK9071-10AF61 3.2 19.2 3.5 21.0  250 0.91  3000 5000 1.0  68 6.9 

R-GK9072-10AF61 4.8 28.8 5.2 31.2  250 0.92  3000 5000 1.5  68 10.1 

R-GK9073-10AF61 6.4 38.1 7 41.7  250 0.91  3000 5000 2.0  68 13.4 

R-GK9074-10AF61 8 47.7 8.6 51.3  250 0.93  3000 5000 2.5  68 16.6 

R-GK9075-10AF61 9.6 57.3 10.4 62.1  250 0.92  3000 5000 3.0  68 19.8 

R-GK9080-10AF61 11.2 40.8 12 43.7  250 0.93  3000 4500 3.5  75.6 21.8 

R-GK9081-10AF61 14.7 53.6 15.8 57.6  250 0.93  3000 4500 4.6  75.6 29.0 

R-GK9083-10AF61 18.9 69 20.3 74.1  250 0.93  3000 4500 5.9  75.6 36.1 

R-GK9085-10AF61 23.1 84 24.8 90.2  250 0.93  3000 4500 7.3  75.6 43.3 

R-GK9087-10AF61 25.9 94.5 27.8 101.4  250 0.93  3000 4500 8.1  75.6 50.5 

R-GK9089-10AF61 29.4 107.1 31.5 114.8  250 0.93  3000 4500 9.2  75.6 57.6 

R-GK9090-10AF61 8.8 31.8 8.6 31.1  250 1.02  3000 4500 2.8  75.6 31.4 

R-GK9091-10AF61 15.4 55.8 14.9 54.0  250 1.03  3000 4500 4.8  75.6 47.0 

R-GK9093-10AF61 23.8 85.2 23.2 83.1  250 1.03  3000 4500 7.5  75.6 72.9 

R-GK9095-10AF61 28.7 105 27.9 102.1  250 1.03  3000 4500 9.0  75.6 93.6 

R-GK9097-10AF61 39.2 144 38.2 140.3  250 1.03  3000 4500 12.3  75.6 129.9 

R-GK9100-10AF61 12.6 45.9 13.7 49.9  250 0.92  3000 4500 4.0  75.6 72.1 

R-GK9101-10AF61 18.9 69 20.5 74.8  250 0.92  3000 4500 5.9  75.6 88.2 

R-GK9103-10AF61 25.2 91.8 27.3 99.5  250 0.92  3000 4500 7.9  75.6 112.3 

R-GK9105-10AF61 31.5 114.6 34.2 124.4  250 0.92  3000 4500 9.9  75.6 168.6 

R-GK9107-10AF61 38.5 140.1 41.7 151.7  250 0.92  3000 4500 12.1  75.6 200.7 

R-GK9109-10AF61 49 178.5 53.2 193.8  250 0.92  3000 4500 15.4  75.6 249.1 

R-GK91011-10AF61 63 229.5 68.3 248.8  250 0.92  3000 4500 19.8  75.6 313.3 
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标准技术数据（与 3相 220V输入驱动器匹配） 

电机型号 

额定扭

矩 

MN 

最大扭

矩 Mmax 

额定电

流 IN 

最大电流

Imax 

频率  

fn 

转矩常数

Kt 

额定转速

nN  

峰值转速

nMax 

功率  

PN 

电压常数  

KE 

转动惯量    

J              

Type (Nm) (Nm) (A) (A) (Hz) (Nm/A) (rpm) (rpm) (KW) (V/krpm) （10
-4
Kgm

2
) 

GK9051-10AB31 3.2 9.6 2.5 7.5 125 1.28  1500 1800 0.5  106.7 2.8 

GK9053-10AB31 4.9 14.7 3.9 11.7 125 1.26  1500 1800 0.8  106.7 4.3 

GK9055-10AB31 6.4 19.2 5.1 15.3 125 1.25  1500 1800 1.0  106.7 5.4 

GK9057-10AB31 8 24 6.2 18.6 125 1.29  1500 1800 1.3  106.7 6.9 

GK9059-10AB31 9.6 28.8 7.6 22.8 125 1.26  1500 1800 1.5  106.7 8.4 

GK9070-10AB31 4.8 14.4 3.3 9.9 125 1.45  1500 1800 0.8  106.7 5.8 

GK9071-10AB31 6.4 19.2 4.4 13.2 125 1.45  1500 1800 1.0  106.7 6.9 

GK9072-10AB31 9.6 28.8 6.5 19.5 125 1.48  1500 1800 1.5  106.7 10.1 

GK9073-10AB31 12.7 38.1 8.8 26.4 125 1.44  1500 1800 2.0  106.7 13.4 

GK9074-10AB31 15.9 47.7 10.9 32.7 125 1.46  1500 1800 2.5  106.7 16.6 

GK9075-10AB31 19.1 57.3 13.3 39.9 125 1.44  1500 1800 3.0  106.7 19.8 

GK9091-10AB31 18.6 55.8 12.8 38.4 125 1.45  1500 1800 2.9  106.7 47.0 

GK9093-10AB31 28.4 85.2 19.5 58.5 125 1.46  1500 1800 4.5  106.7 72.9 

GK9095-10AB31 35 105 23.7 71.1 125 1.48  1500 1800 5.5  106.7 93.6 

GK9097-10AB31 48 144 32.7 98.1 125 1.47  1500 1800 7.5  106.7 129.9 

GK9100-10AB31 15.3 45.9 11.7 35.1 125 1.31 1500 1800 2.4  106.7 72.1 

GK9101-10AB31 23 69 17.6 52.8 125 1.31 1500 1800 3.6  106.7 88.2 

GK9103-10AB31 30.6 91.8 23.4 70.2 125 1.31 1500 1800 4.8  106.7 112.3 

GK9105-10AB31 38.2 114.6 29.2 87.6 125 1.31 1500 1800 6.0  106.7 168.6 

GK9107-10AB31 46.7 140.1 35.7 107.1 125 1.31 1500 1800 7.3  106.7 200.7 

GK9109-10AB31 59.5 178.5 45.5 136.5 125 1.31 1500 1800 9.3  106.7 249.1 

GK91011-10AB31 76.5 229.5 58.5 175.5 125 1.31 1500 1800 12.0  106.7 313.3 

GK9051-10AC31 3 9.6 3.2 10.2  166.7 0.94  2000 2500 0.6  80 2.8 

GK9053-10AC31 4.8 14.7 5.1 15.6  166.7 0.94  2000 2500 1.0  80 4.3 

GK9055-10AC31 6 19.2 6.4 20.5  166.7 0.94  2000 2500 1.3  80 5.4 

GK9057-10AC31 7.5 24 7.9 25.3  166.7 0.95  2000 2500 1.6  80 6.9 

GK9059-10AC31 9 28.8 9.6 30.7  166.7 0.94  2000 2500 1.9  80 8.4 

GK9070-10AC31 4.5 14.4 4.2 13.4  166.7 1.07  2000 2500 0.9  80 5.8 

GK9071-10AC31 5.6 19.2 5.2 17.8  166.7 1.08  2000 2500 1.2  80 6.9 

GK9072-10AC31 8.8 28.8 8 26.2  166.7 1.10  2000 2500 1.8  80 10.1 

GK9073-10AC31 12 38.1 11.1 35.2  166.7 1.08  2000 2500 2.5  80 13.4 

GK9074-10AC31 14.4 47.7 13.2 43.7  166.7 1.09  2000 2500 3.0  80 16.6 

GK9075-10AC31 17.6 57.3 16 52.1  166.7 1.10  2000 2500 3.7  80 19.8 

GK9080-10AC31 12.8 40.8 13 41.4  166.7 0.98  2000 2500 2.7  80 21.8 

GK9081-10AC31 16.8 53.6 17 54.2  166.7 0.99  2000 2500 3.5  80 29.0 

GK9083-10AC31 21.6 69 21.9 70.0  166.7 0.99  2000 2500 4.5  80 36.1 
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电机型号 

额定扭

矩 

MN 

最大扭

矩 Mmax 

额定电

流 IN 

最大电流

Imax 

频率  

fn 

转矩常数

Kt 

额定转速

nN  

峰值转速

nMax 

功率  

PN 
电压常数 KE 

转动惯量    

J              

Type (Nm) (Nm) (A) (A) (Hz) (Nm/A) (rpm) (rpm) (KW) (V/krpm) （10
-4
Kgm

2
) 

GK9085-10AC31 26.4 84 26.7 85.0  166.7 0.99  2000 2500 5.5  80 43.3 

GK9087-10AC31 29.6 94.5 30 95.8  166.7 0.99  2000 2500 6.2  80 50.5 

GK9089-10AC31 33.6 107.1 34 108.4  166.7 0.99  2000 2500 7.0  80 57.6 

GK9091-10AC31 17.6 55.8 16.1 51.0  166.7 1.09  2000 2500 3.7  80 47.0 

GK9093-10AC31 27.2 85.2 24.9 78.0  166.7 1.09  2000 2500 5.7  80 72.9 

GK9095-10AC31 32.8 105 30.2 96.7  166.7 1.09  2000 2500 6.9  80 93.6 

GK9097-10AC31 44.8 144 41.1 132.1  166.7 1.09  2000 2500 9.4  80 129.9 

GK9100-10AC31 14.4 45.9 14.8 47.2  166.7 0.97  2000 2500 3.0  80 72.1 

GK9101-10AC31 21.6 69 22.2 70.9  166.7 0.97  2000 2500 4.5  80 88.2 

GK9103-10AC31 28.8 91.8 29.6 94.4  166.7 0.97  2000 2500 6.0  80 112.3 

GK9105-10AC31 36 114.6 37 117.8  166.7 0.97  2000 2500 7.5  80 168.6 

GK9107-10AC31 44 140.1 45.2 143.9  166.7 0.97  2000 2500 9.2  80 200.7 

GK9109-10AC31 56 178.5 57.5 183.3  166.7 0.97  2000 2500 11.7  80 249.1 

GK91011-10AC31 72 229.5 74 235.9  166.7 0.97  2000 2500 15.1  80 313.3 

GK9013-10AF31 0.16 0.48 0.78 2.34 250 0.21  3000 5000 0.05  13.3 0.03 

GK9015-10AF31 0.32 0.96 1.03 3.09 250 0.31  3000 5000 0.10  20 0.062 

GK9016-10AF31 0.48 1.44 1.55 4.65 250 0.31  3000 5000 0.15  20 0.097 

GK9020-10AF31 0.32 0.96 0.8 2.4 250 0.40  3000 5000 0.10  20 0.14 

GK9023-10AF31 0.64 1.92 1.6 4.8 250 0.40  3000 5000 0.20  20 0.26 

GK9025-10AF31 1.27 3.81 2.2 6.6 250 0.58  3000 5000 0.40  30 0.45 

GK9026-10AF31 1.6 4.8 2.7 8.1 250 0.59  3000 5000 0.50  30 0.58 

GK9027-10AF31 1.91 5.73 3.3 9.9 250 0.58  3000 5000 0.60  30 0.64 

GK9030-10AF31 1.27 3.81 1.8 5.4 250 0.71  3000 5000 0.40  45 0.74 

GK9031-10AF31 2.4 7.2 3.4 10.2 250 0.71  3000 5000 0.75  45 1.29 

GK9032-10AF31 3.2 9.6 4.5 13.5 250 0.71  3000 5000 1.0  45 1.66 

GK9033-10AF31 4.8 14.4 6.8 20.4 250 0.71  3000 5000 1.5 45 2.4 

GK9051-10AF31 2.4 9.6 3.7 14.8  250 0.65  3000 3600 0.75  53.3 2.8 

GK9053-10AF31 3.8 14.7 5.9 22.8  250 0.64  3000 3600 1.2  53.3 4.3 

GK9055-10AF31 4.8 19.2 7.6 30.4  250 0.63  3000 3600 1.5  53.3 5.4 

GK9057-10AF31 6.4 24 10 37.5  250 0.64  3000 3600 2.0  53.3 6.9 

GK9059-10AF31 8 28.8 12.5 45.0  250 0.64  3000 3600 2.5  53.3 8.4 

GK9070-10AF31 2.4 14.4 3.3 19.8  250 0.73  3000 3600 0.75  53.3 5.8 

GK9071-10AF31 3.2 19.2 4.4 26.4  250 0.73  3000 3600 1.0  53.3 6.9 

GK9072-10AF31 4.8 28.8 6.6 39.6  250 0.73  3000 3600 1.5  53.3 10.1 

GK9073-10AF31 6.4 38.1 8.8 52.4  250 0.73  3000 3600 2.0  53.3 13.4 

GK9074-10AF31 8 47.7 11 65.6  250 0.73  3000 3600 2.5  53.3 16.6 

GK9075-10AF31 9.6 57.3 13.2 78.8  250 0.73  3000 3600 3.0  53.3 19.8 

GK9080-10AF31 11.2 40.8 17 61.9 250 0.66 3000 3600 3.5  53.3 21.8 
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电机型号 

额定扭

矩 

MN 

最大扭

矩 Mmax 

额定电

流 IN 

最大电流

Imax 

频率  

fn 

转矩常数

Kt 

额定转速

nN  

峰值转速

nMax 

功率  

PN 
电压常数 KE 

转动惯量    

J              

Type (Nm) (Nm) (A) (A) (Hz) (Nm/A) (rpm) (rpm) (KW) (V/krpm) （10
-4
Kgm

2
) 

GK9081-10AF31 14.7 53.6 22.4 81.7  250 0.66  3000 3600 4.6  53.3 29.0 

GK9083-10AF31 18.9 69 28.8 105.1  250 0.66  3000 3600 5.9  53.3 36.1 

GK9085-10AF31 23.1 84 35.2 128.0  250 0.66  3000 3600 7.3  53.3 43.3 

GK9087-10AF31 25.9 94.5 39.4 143.8  250 0.66  3000 3600 8.1  53.3 50.5 

GK9089-10AF31 29.4 107.1 44.7 162.8  250 0.66  3000 3600 9.2  53.3 57.6 

GK9091-10AF31 15.4 55.8 21 76.1  250 0.73  3000 3600 4.8  53.3 47.0 

GK9093-10AF31 23.8 85.2 32.9 117.8  250 0.72  3000 3600 7.5  53.3 72.9 

GK9095-10AF31 28.7 105 39.4 144.1  250 0.73  3000 3600 9.0  53.3 93.6 

GK9097-10AF31 39.2 144 54.1 198.7  250 0.72  3000 3600 12.3  53.3 129.9 

GK9100-10AF31 12.6 45.9 19.4 70.7  250 0.65  3000 3600 4.0  53.3 72.1 

GK9101-10AF31 18.9 69 29.1 106.2  250 0.65  3000 3600 5.9  53.3 88.2 

GK9103-10AF31 25.2 91.8 38.8 141.3  250 0.65  3000 3600 7.9  53.3 112.3 

GK9105-10AF31 31.5 114.6 48.5 176.4  250 0.65  3000 3600 9.9  53.3 168.6 

GK9107-10AF31 38.5 140.1 59.3 215.8  250 0.65  3000 3600 12.1  53.3 200.7 

GK9109-10AF31 49 178.5 75.4 274.7  250 0.65  3000 3600 15.4  53.3 249.1 

GK91011-10AF31 63 229.5 97 353.4  250 0.65  3000 3600 19.8  53.3 313.3 
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标准技术数据（与 3相 380V输入驱动器匹配） 

电机型号 
额定扭矩 

MN 

最大扭矩

Mmax 

额定电流

IN 

最大电流

Imax 

频率  

fn 

转矩常数

Kt 

额定转速

nN  

峰值转速

nMax 

功率  

PN 

电压常数

KE 

转动惯量    

J              

Type (Nm) (Nm) (A) (A) (Hz) (Nm/A) (rpm) (rpm) (KW) (V/krpm) （10
-4
Kgm

2
) 

GK9051-10AB61 3.2 9.6 1.32 4 125 2.42  1500 1800 0.50  204 2.8 

GK9053-10AB61 4.9 14.7 2 6 125 2.45  1500 1800 0.77  204 4.3 

GK9055-10AB61 6.4 19.2 2.65 8 125 2.42  1500 1800 1.0  204 5.4 

GK9057-10AB61 8 24 3.3 9.9 125 2.42  1500 1800 1.3  204 6.9 

GK9059-10AB61 9.6 28.8 4 12 125 2.40  1500 1800 1.5  204 8.4 

GK9070-10AB61 4.8 14.4 1.72 5.16 125 2.79  1500 1800 0.75  204 5.8 

GK9071-10AB61 6.4 19.2 2.3 6.9 125 2.78  1500 1800 1.0  204 6.9 

GK9072-10AB61 9.6 28.8 3.4 10.2 125 2.82  1500 1800 1.5  204 10.1 

GK9073-10AB61 12.7 38.1 4.6 13.8 125 2.76  1500 1800 2.0  204 13.4 

GK9074-10AB61 15.9 47.7 5.72 17.16 125 2.78  1500 1800 2.5  204 16.6 

GK9075-10AB61 19.1 57.3 6.94 20.82 125 2.75  1500 1800 3.0  204 19.8 

GK9091-10AB61 18.6 55.8 6.7 20.1 125 2.78  1500 1800 2.9  204 47.0 

GK9093-10AB61 28.4 85.2 10.2 30.6 125 2.78  1500 1800 4.5  204 72.9 

GK9095-10AB61 35 105 12.4 37.2 125 2.82  1500 1800 5.5  204 93.6 

GK9097-10AB61 48 144 17.1 51.3 125 2.81  1500 1800 7.5  204 129.9 

GK9100-10AB61 15.3 45.9 6.1 18.3 125 2.51  1500 1800 2.4  204 72.1 

GK9101-10AB61 23 69 9.2 27.6 125 2.50  1500 1800 3.6  204 88.2 

GK9103-10AB61 30.6 91.8 12.3 36.9 125 2.49  1500 1800 4.8  204 112.3 

GK9105-10AB61 38.2 114.6 15.3 45.9 125 2.50  1500 1800 6.0  204 168.6 

GK9107-10AB61 46.7 140.1 18.7 56.1 125 2.50  1500 1800 7.3  204 200.7 

GK9109-10AB61 59.5 178.5 23.8 71.4 125 2.50  1500 1800 9.3  204 249.1 

GK91011-10AB61 76.5 229.5 30.6 91.8 125 2.50  1500 1800 12.0  204 313.3 

GK9051-10AC61 3 9.6 1.67 5.3  166.7 1.80  2000 2500 0.63  153 2.8 

GK9053-10AC61 4.8 14.7 2.65 8.1  166.7 1.81  2000 2500 1.0  153 4.3 

GK9055-10AC61 6 19.2 3.35 10.7  166.7 1.79  2000 2500 1.3  153 5.4 

GK9057-10AC61 7.5 24 4.2 13.4  166.7 1.79  2000 2500 1.6  153 6.9 

GK9059-10AC61 9 28.8 5 16.0  166.7 1.80  2000 2500 1.9  153 8.4 

GK9070-10AC61 4.5 14.4 2.2 7.0  166.7 2.05  2000 2500 0.94  153 5.8 

GK9071-10AC61 5.6 19.2 2.7 9.3  166.7 2.07  2000 2500 1.2  153 6.9 

GK9072-10AC61 8.8 28.8 4.2 13.7  166.7 2.10  2000 2500 1.8  153 10.1 

GK9073-10AC61 12 38.1 5.8 18.4  166.7 2.07  2000 2500 2.5  153 13.4 

GK9074-10AC61 14.4 47.7 6.9 22.9  166.7 2.09  2000 2500 3.0  153 16.6 

GK9075-10AC61 17.6 57.3 8.4 27.3  166.7 2.10  2000 2500 3.7  153 19.8 

GK9080-10AC61 12.8 40.8 6.8 21.7  166.7 1.88  2000 2500 2.7  153 21.8 

GK9081-10AC61 16.8 53.6 8.9 28.4  166.7 1.89  2000 2500 3.5  153 29.0 

GK9083-10AC61 21.6 69 11.4 36.4  166.7 1.89  2000 2500 4.5  153 36.1 
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电机型号 
额定扭矩 

MN 

最大扭矩

Mmax 

额定电流

IN 

最大电流

Imax 

频率  

fn 

转矩常数

Kt 

额定转速

nN  

峰值转速

nMax 

功率  

PN 

电压常数

KE 

转动惯量    

J              

Type (Nm) (Nm) (A) (A) (Hz) (Nm/A) (rpm) (rpm) (KW) (V/krpm) （10
-4
Kgm

2
) 

GK9085-10AC61 26.4 84 14 44.5  166.7 1.89  2000 2500 5.5  153 43.3 

GK9087-10AC61 29.6 94.5 15.7 50.1  166.7 1.89  2000 2500 6.2  153 50.5 

GK9089-10AC61 33.6 107.1 17.8 56.7  166.7 1.89  2000 2500 7.0  153 57.6 

GK9091-10AC61 17.6 55.8 8.4 26.6  166.7 2.10  2000 2500 3.7  153 47.0 

GK9093-10AC61 27.2 85.2 13 40.7  166.7 2.09  2000 2500 5.7  153 72.9 

GK9095-10AC61 32.8 105 15.8 50.6  166.7 2.08  2000 2500 6.9  153 93.6 

GK9097-10AC61 44.8 144 21.5 69.1  166.7 2.08  2000 2500 9.4  153 129.9 

GK9100-10AC61 14.4 45.9 7.7 24.5  166.7 1.87  2000 2500 3.0  153 72.1 

GK9101-10AC61 21.6 69 11.6 37.1  166.7 1.86  2000 2500 4.5  153 88.2 

GK9103-10AC61 28.8 91.8 15.5 49.4  166.7 1.86  2000 2500 6.0  153 112.3 

GK9105-10AC61 36 114.6 19.3 61.4  166.7 1.87  2000 2500 7.5  153 168.6 

GK9107-10AC61 44 140.1 23.6 75.1  166.7 1.86  2000 2500 9.2  153 200.7 

GK9109-10AC61 56 178.5 30 95.6  166.7 1.87  2000 2500 11.7  153 249.1 

GK91011-10AC61 72 229.5 38.7 123.4  166.7 1.86  2000 2500 15.1  153 313.3 

GK9020-10AF61 0.32 0.96 0.4 1.2 250 0.8 3000 5000 0.10  40 0.14 

GK9023-10AF61 0.64 1.92 0.53 1.59 250 1.21  3000 5000 0.20  60 0.26 

GK9025-10AF61 1.27 3.81 1.07 3.21 250 1.19  3000 5000 0.40  60 0.45 

GK9026-10AF61 1.6 4.8 1.33 3.99 250 1.20  3000 5000 0.50  60 0.58 

GK9027-10AF61 1.91 5.73 1.6 4.8 250 1.19  3000 5000 0.60  60 0.64 

GK9030-10AF61 1.27 3.81 1.25 3.75 250 1.02  3000 5000 0.40  65 0.74 

GK9031-10AF61 2.4 7.2 2.35 7.05 250 1.02  3000 5000 0.75  65 1.29 

GK9032-10AF61 3.2 9.6 3.1 9.3 250 1.03  3000 5000 1.0  65 1.66 

GK9033-10AF61 4.8 14.4 4.7 14.1 250 1.02  3000 5000 1.5 65 2.4 

GK9051-10AF61 2.4 9.6 1.94 7.8  250 1.24  3000 3600 0.75  102 2.8 

GK9053-10AF61 3.8 14.7 3.1 12.0  250 1.23  3000 3600 1.2  102 4.3 

GK9055-10AF61 4.8 19.2 4 16.0  250 1.20  3000 3600 1.5  102 5.4 

GK9057-10AF61 6.4 24 5.2 19.5  250 1.23  3000 3600 2.0  102 6.9 

GK9059-10AF61 8 28.8 6.5 23.4  250 1.23  3000 3600 2.5  102 8.4 

GK9070-10AF61 3.8 14.4 2.8 10.6  250 1.36  3000 3600 1.2  102 5.8 

GK9071-10AF61 4.8 19.2 3.5 14.0  250 1.37  3000 3600 1.5  102 6.9 

GK9072-10AF61 8 28.8 5.9 21.2  250 1.36  3000 3600 2.5  102 10.1 

GK9073-10AF61 11 38.1 8 27.7  250 1.38  3000 3600 3.5  102 13.4 

GK9074-10AF61 12 47.7 8.8 35.0  250 1.36  3000 3600 3.8  102 16.6 

GK9075-10AF61 14.3 57.3 10.4 41.7  250 1.38  3000 3600 4.5  102 19.8 

GK9080-10AF61 11.2 40.8 8.9 32.4  250 1.26  3000 3600 3.5  102 21.8 

GK9081-10AF61 14.7 53.6 11.7 42.7  250 1.26  3000 3600 4.6  102 29.0 

GK9083-10AF61 18.9 69 15 54.8  250 1.26  3000 3600 5.9  102 36.1 

GK9085-10AF61 23.1 84 18.4 66.9  250 1.26  3000 3600 7.3  102 43.3 

GK9087-10AF61 25.9 94.5 20.6 75.2  250 1.26  3000 3600 8.1  102 50.5 
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GK9089-10AF61 29.4 107.1 23.4 85.2 250 1.26  3000 3600 9.2 102 57.6 

GK9091-10AF61 15.4 55.8 11 39.9  250 1.40  3000 3600 4.8  102 47.0 

GK9093-10AF61 23.8 85.2 17.2 61.6  250 1.38  3000 3600 7.5  102 72.9 

GK9095-10AF61 28.7 105 20.6 75.4  250 1.39  3000 3600 9.0  102 93.6 

GK9097-10AF61 39.2 144 28.3 104.0  250 1.39  3000 3600 12.3 102 129.9 

GK9100-10AF61 12.6 45.9 10.1 36.8  250 1.25  3000 3600 4.0  102 72.1 

GK9101-10AF61 18.9 69 15.2 55.5  250 1.24  3000 3600 5.9  102 88.2 

GK9103-10AF61 25.2 91.8 20.3 74.0  250 1.24  3000 3600 7.9  102 112.3 

GK9105-10AF61 31.5 114.6 25.4 92.4  250 1.24  3000 3600 9.9  102 168.6 

GK9107-10AF61 38.5 140.1 31 112.8  250 1.24  3000 3600 12.1  102 200.7 

GK9109-10AF61 49 178.5 39.5 143.9  250 1.24  3000 3600 15.4  102 249.1 

GK91011-10AF61 63 229.5 50.7 184.7  250 1.24  3000 3600 19.8  102 313.3 

 


